
The Eclipse Configured Valve Train is designed to install quickly, operate safely, and can be easily 
configured to meet application requirements in the U.S. and Canada.  The Eclipse Configured Valve 
Train is available with either NFPA or CSA compliance options, and NEMA 4 or IP65/NEMA 12  
electrical enclosure ratings.
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These configured trains include the  
following choice of components: 
Kromschroder
Pressure Regulators - VGBF, GDJ
Safety Shut Off Solenoid Valves - VCS
Vent/Relief Valves - VAN
Ratio Regulators - GIK
Fine Adjusting Valve - VMV      
Flow Control Valves - VRH,VAH
Pressure Switches - DG
Electric Actuators- IC20
Tightness Control (Valve Proving System) - TC

Hauck
Orifice Metering - OMG
Limiting Orifice Valves - LVG

Eclipse
Butterfly Control Valves - BV

Maxon
Safety Shut Off Valves - 5000 Series

Honeywell
Modutrol Rotary Actuator - M7284C

All configured valve trains are available in nominal pipe sizes from 0.5” (12.5mm) through 6” 
(150mm).  The pipe size is driven within the configurator based on the desired capacity to avoid 
over-sizing the pipe train. Capacity choices are available up to 80MM Btu/h (21 MW).



Bulletin 790C 5/16 

Valve Trains Made Simple


