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Assembly Numbers 

OPTIMA™ SLS burners

For these products, please order per the following product numbers:

(configured products are those with alphanumeric text)

Segment choice details

Burner size Configured item number

8” OPTIMA SLS burner 08 OPTSLS

10” OPTIMA SLS burner 10 OPTSLS

12” OPTIMA SLS burner 12 OPTSLS

14” OPTIMA SLS burner 14 OPTSLS

16” OPTIMA SLS burner 16 OPTSLS

19” OPTIMA SLS burner 19 OPTSLS

22” OPTIMA SLS burner 22 OPTSLS

Segment name Segment description
Segment choices

(DEFAULT is shaded)
Segment choice description

FUEL TYPE Type of fuel

C Comb nat/propane; contact MAXON

N Natural gas

P Propane

FUEL INLET 
ORIENTATION

Position of fuel inlet

1 Position 1

2 Position 2

3 Position 3

4 Position 4

5 Position 5

6 Position 6

PILOT LOCATION Location of pilot
L Left

R Right

DSCHG SLV/CONE 
MATERIAL

Type of material for dis-
charge sleeve/cone

HT High temperature 330SS

COMPANION FLANGE Choice of companion flange
N None

S Standard companion flange

FOCUSING LENS FOR
SCANNER

Choice of focusing lens for 
scanner

1 Honeywell 1104238

2 Fireye 1104237

3 PCI/other lt. wt. 1040893

4 None


