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Burners Min. Gas Flow 1 Max. Gas Flow Min. 
Oxygen Flow 2

Max. 
Oxygen Flow 2

  
0.25-1.00 x 106 

kCal 
1-4 MM BTU 

0.13-0.50 x 108

kCal 
0.5-2 MM BTU 

26.8 Nm3/h 
 

1 000 Cu Ft/h  

13.4 Nm3/h 
 

   500 Cu Ft/h  
107.2 Nm3/h 

 
4 000 Cu Ft/h 

 53.6 Nm 3/h 
 

2 000 Cu Ft/h 
53.6 Nm3/h 

 
2 000 Cu Ft/h 

26.8 Nm

1 000 Cu Ft/h 

214.4 Nm3/h 
 

 8 000 Cu Ft/h 

107.2 Nm3/h 
 

 4 000 Cu Ft/h 

0.51 x 2.03 x 
106 kCal 

2-8 MM BTU 

53.6 Nm3/h 
 

2 000 Cu Ft/h 

214.4 Nm3/h 
 

8 000 Cu Ft/h 

107.2 Nm3/h 
 

4 000 Cu Ft/h 

428.8 Nm3/h 
 

16 000 Cu Ft/h  

 
For 1-4 MM Btu/h and 2-8 MM Btu/h models only 
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